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PC Waypoint Utility

Introduction
The Raymarine PC Waypoint Utility enables you to create new and edit existing 
waypoints on your PC using a Microsoft Excel® spreadsheet. Waypoint information 
can then be archived to a CompactFlash (CF) card and transferred between your PC 
and a C-Series display.

The PC Waypoint Utility provides functions to:

• Convert and merge waypoints in a correctly formatted Excel spreadsheet file to a C-
Series archive file.

• Convert the waypoints in a C-Series archive file to an Excel spreadsheet file.

The C-Series displays provide functions to:

• Retrieve an archive fie from a CF card into the waypoint list.

• Save a waypoint list onto a CF card as an archive file.

Note: This guide assumes that you are familiar with using Microsoft Excel and a C-Series 
display.

PC requirements
Before you can begin installing the PC Waypoint Utility, you need to make sure that the 
PC you intend to use meets the minimum requirements for running the software., 
these are:

• Windows 98 or above.

• Microsoft 2000 or later.

In addition, you will also require the following items:

• CF card reader/writer.

• CF card.

Note: To ensure the integrity of your chart data, Raymarine does not recommend using the 
Navionics Gold chart card for this procedure. For full details of CF card compatibility refer to 
your C-Series Installation Manual.

Utility contents
The PC Waypoint Utility is downloaded as a ZIP file that contains the following files:

• PC Waypoint.exe.

• Archive.xls - sample Excel spreadsheet.
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Installing the utility

To install the PC Waypoint Utility:
1. Double-click the PCWaypoint.zip file downloaded from www.raymarine.com.

2. Extract the files contained within the zip file to the required location on your PC. 
The Utility is now ready for use.

Using the PC Waypoint Utility
You can use the PC Waypoint Utility for the following functions:

• Converting an Excel file to a waypoint list archive.

• Converting a waypoint list archive to an Excel file.

Note: To ensure that the format of the spreadsheet file is correct, use the supplied sample file 
in Microsoft Excel and follow the editing guidelines below.

Converting an Excel file to a waypoint list archive
1. With the CF card installed in a card reader on your PC, run the PC Waypoint Utility 

PCWaypoint.exe. The following screen appears:
            

2. Click 

3. The OPEN FILE dialog box is displayed; select the Excel file containing the 
waypoints, then click OPEN.

4. The SAVE AS dialog box is displayed. Select the CF card as the destination.

5. Enter the filename ARCHIVE.FSH, click SAVE.

The Excel file is converted to a C-Series archive file on the CF card. If an archive file 
exists on the CF card you are prompted to replace it.

Notes: (1) You must use the filename ARCHIVE.FSH.
(2) If you select to replace the archive file, the new waypoints are added to the 

existing archive and the original file is saved as ARCHIVE.FSH.BAK.

6. Remove the CF card from the card reader, then place it in the card slot of your C-
Series display.

D7
68

8_
1

D7
68

9_
1



 3

7. On your C-Series display, use the Archive and Transfer function (accessed via the 
DATA key) to RETRIEVE the required waypoints from the CF card.

The waypoints are added to the waypoint list: new waypoints are added in the 
appropriate groups and existing waypoints are updated. If duplicate waypoint 
names exist, the C-Series display will give the option to Overwrite or Create As 
New.

Note: You should be aware that the C-Series display does not uniquely identify a waypoint by 
its name: when a waypoint is created it is assigned a unique identifier; this identifier remains 
unchanged even when you edit the waypoint details. Thus, if you edit the waypoint name on a 
PC, when it is retrieved the C-Series display recognizes it and overwrites the original waypoint 
details.

Converting a waypoint list archive to an Excel file
1. On your C-Series display, use the Archive and Transfer function (accessed via the 

DATA key) to save the required waypoints to a CF card.

2. Follow the procedure in the C-Series Display Reference Manual to remove the CF 
card from the card slot.

3. With the CF card in a suitable card reader on your PC, run PCWaypoint.exe.The 
following screen will appear:

            

4. Click

5. The OPEN FILE dialog box is displayed; select the source file ARCHIVE.FSH on the 
CF card, then click OPEN. The file is converted to an Excel file with the default name 
BOOK1.XLS.

6. When the conversion is complete the SAVE AS dialog box is displayed. 

7. Select the required destination directory, click SAVE (you may rename this Excel 
file).

You can use Excel to edit the waypoints in this file. To ensure that the file maintains the 
correct format, follow Guidelines for creating and editing waypoints on page 4.
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Guidelines for creating and editing waypoints
To ensure waypoints created or edited in Excel have the correct format, remember:

• Always use the supplied spreadsheet - DO NOT alter the format in any way.

• Ensure that the archive file that is retrieved into the C-Series display is named 
ARCHIVE.FSH

            

The following table will help you to create and edit waypoints with the correct format:

Note: * Latitude and Longitude values should be entered using WGS84 geodetic datum. This 
is then converted to User’s selected datum on the C-Series display.

            

Excel field title Notes Default setting

Name 16 characters max.
Duplicate names are not permitted

Waypoint XXX

Symbol Select the waypoint symbol from the drop-down list X

Lat Degs* Degrees of Latitude. Range 00 - 890 0

Lat Min* Minutes of Latitude. Range 0 - 59.999’ 0

Lat N/S Latitude Hemisphere. Select from drop-down list N

Long Degs* Degrees of Longitude. Range 00 - 1800 0

Long Mins * Minutes of Longitude. Range 0 - 59.999’ 0

Long E/W Logitude Hemisphere. Select from drop-down list W

Temp C Temperature in 0Celsius. Range -100 - 500 C None

Depth M Depth in meters. Range 0 - 10,000 None

Time Time waypoint was last edited None

Date Date waypoint was last edited None

Comment 32 characters max.
User-entered waypoint comment

None

Group Group to which waypoint is assigned None
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Waypoint symbols
The C-Series displays support 36 different symbols, used to 
visually distinguish between different categories of waypoints on 
the electronic chart.

To accommodate these a drop-down list has been included in the 
spreadsheet to enable you to choose the required icon.

To access the drop-down list, click on the ‘Symbol’ field for the 
waypoint, scroll down until you find the required name and 
click.The name will now appear in the symbol field.

The waypoint symbols and their drop-down list titles are shown below:
            

Data validation
The PC Waypoint Utility uses data validation checking to ensure that correctly 
formatted information is being transferred. In the event that you enter erroneous or 
invalid information into a spreadsheet field, a pop-up message will alert you to the 
fact. Errors include:

• Letters entered in a numeric field.

• Maximum value for the field exceeded.(latitude and longitude).

• Maximum characters in the field exceeded (waypoint name or comments)

Follow the instructions on the prompt to resolve the error.

D7692_1

X                        O                 Square              Triangle            Diamond          Diamond 1/4

 Anchor                Skull                Restric               B Mark             T Mark                  Mark

Buoy                    Sail                 Wreck               Martini              Swim                 Caution

Rocks                  Tree                  Reef                Seaweed         Diverdown        Diverdown 2

Fish                  Sm Fish              Fish*                 Fish**             Fish***               Sc Fish

Bill Fish                 Dolp                Shark                Lobster           Sp Fisher               Trawler
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Technical support
            

To get Technical Support....

www.raymarine.com

United States

Raymarine Technical Services
1-800-539-5539 extension 2333, or
(603)-881-5200

Raymarine Technical Support
1-800-539-5539 extension 2444, or
(603) -881-5200

Product Repair and Service
Raymarine Product Repair Center
22 Cotton Road, Unit D,
Nashua, NH03603 - 4219
1-800-539-5539

Opening hours:
Monday through Friday 0815 - 1700
Eastern Standard or Eastern Daylight 
Savings Time.

Europe

Technical Support
Services
Accessories

Raymarine UK Limited
Anchorage Park
Portsmouth
PO3 5TD
England

Tel:
+44(0)23 9271 4713

Fax:
+44(0)23 9266  1228

D7
47

7_
1b

Help us to help you
When requesting service, please quote the following product information:
Equipment type      Model number      Serial number  


